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                        Online Water Monitoring Instruments 

                                        MICROMAC ECO 

 

MICROMAC ECO is a microprocessor controlled on-line analyzer, specifically designed for automatic 

monitoring inside WWTPs. 

 Robust and Reliable 

Designed for industrial and environmental on-line 

applications, it ensures the highest level of robustness 

in the electronics, mechanics and hydraulics 

components. With a complete separation between 

electronics and hydraulics and a simple and robust 

hydraulics allows long term and reliable operations. 

 

 Easy to install 

The analyzer is delivered from factory only after a 

successful final test. It is provided ready for 

installation, with a spares set for start-up operations. 

 

 Automatic calibration 

The analyzer performs automatic calibration; the new 

calibration factor is checked and accepted if inside 

acceptance limits. 

 

 Measuring interval 

User selectable; between two measurements the analyzer remains in standby mode, without 

reagents consumption. 

 

 Off scale reanalyze 

The analyzer identifies off scale samples, and starts the analysis in dilution mode 

automatically. 

Feature and benefits 

 8" color touch screen 

 Fully automatic operation; 

 Long autonomy; low maintenance, low operating cost; 

 Nearly no reagents; 

 Easy operation; fully documented plug in analyzer, no special training is required; 

 Electronics and hydraulics completely separated; 

 Serial interface for PC or printer connection (optional) 

 Yearly maintenance.  
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                              AVAILABLE PARAMETERS FOR  

                                    ON-LINE MONITORING 

 ALKALINITY 
 ALUMINUM 

 AMMONIA (COLORIMETRIC) 

 AMMONIA (FLUORIMETRIC) 
 ARSENIC TOTAL 

 ARSENIC TOTAL DISSOLVED 
 BOD (TRYPTOPHAN LIKE) 

 BORON 

 CADMIUM DISSOLVED 
 CADMIUM TOTAL 

 CALCIUM 

 CHLORIDE 
 CHLORINE 

 CHLORINE TOTAL & FREE 
 CHROMIUM 6+ 

 CHROMIUM TOTAL 

 COD (PERMANGANATE) 
 COD (DICHROMATE) 

 COD (UV DIRECT READING) 

 COLOR 
 Conductivity 

 COPPER 
 COPPER TOTAL 

 CYANIDE INDEX 

 CYANIDEFREE(AIR STRIPPING) 
 CYANIDE FREE (DISTILLATION) 

 CYANIDE TOTAL 

 DissolvedOxygen(Galvanic&Optical) 
 ETHYLENE GLICOL 

 FLUORIDE (I.S.E. METHOD) 
 HARDNESS 

 HYDRAZINE 

 IRON TOTAL DISSOLVED 
 IRON TOTAL 

 LEAD DISSOLVED 

 LEAD TOTAL 
 MANGANESE 

 MANGANESE TOTAL 
 MBAS 

 MONOCHLORAMMINE 

 NICKEL 
 NICKEL TOTAL 

 NITRATE(HYDRAZINEREDUCTIO) 

 NITRATE (UV REDUCTION) 
 NITRITE 

 NITROGEN TOTAL 
 NITROGEN&PHOSPHORUS TOTAL 

 pH 

 PHENOL INDEX 
 PHENOL VOLATILE 

 PHOSPHATE 

 PHOSPHORUS TOTAL 
 SILICATES 

 SUCROSE 
 SULFATE 

 SULFIDE 

 TDS 
 TOC 
 TURBIDITY 

 TSS 
 ZINC 

 ZINC TOTAL 

                     

 
 
 


